
Tableau de rechargement 
300 SAVAGE (7,62 x 48) 

 
PROJECTILE 

BULLET 
ETUI 
CASE 

AMORCAGE 
PRIMER 

POUDRE/POWER 
VECTAN 

VITESSE 
2,5 m 

VELOCITY 
PRESSION 
PRESSURE NORMES CIP 

TYPE POIDS/weight 
TYPE 

CHARGE 

m/s f/s bars psi 

LONGUEUR PRESSION 
Crusher 

  Grammes grains Grammes grains Maxi Etui 
en mm 

Maxi en 
bars 

SPEER 
HP n° 
2005 

8.42 130 Winchester Winch. LR Tu2000 2.35 36.0 850.0 2789.0 2950.0 42775.0 47.52 3200 

NOSLER 
Partition 
n° 16329 

9.72 150 Winchester Winch. LR Tu2000 2.2 34.0 785.0 2576.0 2800.0 40600.0 47.52 3200 

NOSLER 
Partition 
n° 16329 

9.72 150 Winchester Winch. LR Tu3000 2.4 37.0 760.0 2494.0 2600.0 37700.0 47.52 3200 

Speer 
RN-SP 
n° 2017 

9.72 150 Winchester CCI 200 SP7 2.85 44.0 800.0 2625.0 2600.0 37700.0 47.52 3200 

Speer 
RN-SP 
n° 2017 

9.72 150 Winchester CCI 200 SP9 2.6 40.0 770.0 2526.0 2700.0 39150.0 47.52 3200 

Hornady 
n° 3050 10.9 168 Winchester Winch. LR Tu3000 2.4 37.0 745.0 2444.0 2850.0 41325.0 47.52 3200 

Nosler 
n° 39583 11.66 180 Winchester Winch. LR Tu3000 2.35 36.0 725.0 2379.0 3000.0 43500.0 47.52 3200 

SPEER 
n° 2047 11.66 180 Winchester CCI 200 SP7 2.7 41.0 740.0 2428.0 2900.0 42050.0 47.52 3200 

 


